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Product  Data:
   The 351 series of Bulb & Capillary the rmostat s is our
most  versatile. The series is available in severa l
variations including  �xed  and  adjustable  model s with
auto  or manual  reset. Numerou s mounting s, bulb
material,  and  switches available, complete  its versatility.
   The Screwdriver adjustment  model  with its front
connect  terminals  is perfect  for warming  ovens, deep  fat
fryers, and  commercial  water  heaters .
   The D-Shaft adjustable  model  allows for easy
installation  of a knob, making  it ideal for application s
such as convection  ovens, charbroilers,  dishwashers ,
grills, electric toasters  and  toaster  ovens .
   The Fixed setting  model  is used  when  no user
adjustment  is desired, such as for safety limits.
   The 351 series o�ers  numerous  mounting  options  tha t
allow for simple replacement  of competito r’s
thermostats.  The following pages  illustrate  many of the
mounting  brackets  available.
   Every 351 thermostat  is built to custome r
speci�cations.  This insures  that  you get  the  exact  contro l
you want  without  paying  for features  you don’t need .
Please use  the  quote  request  form at the  end  of this
section  to submit  for quotation.  To insure  the  best  quot e
possible,  please  �ll  out  the  form in full.

Auto Reset, with Adjustable Setting.
Shown with D-Shaft and front mounting bracket.

Manual Reset with Fixed Setting.
Shown without mounting bracket.

STEMCO 351 Series Remote Sensing Thermostats

0oF-700oF
Adjustable or Fixed
Automatic or Manual
SPDT
15-30 Amps
Panel, Back or Side Mount
Optional, See 351 Boiler
Controls for Dimensions
Front

250oF

Adjustable Shafts: Screw Driver or D Shaft
Compensation: Ambient (optional)
Bulb & Capillary: Copp er, Nickel Plated 

Copp er, One Piece Stainless 
Stee l or Two Piece Stainless 
Stee l.

351 Features:
Calibration Range: 
Range Options: 
Reset Options: 
Switch Action: 
Switch Ratings: 
Mounting Options: 
Housing:

Terminal Location: 
Maximum Ambient:

Additional Options:
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All dimensions inches/millimeters. Most brackets are interchan geable.

Dia. 01

Dia. 02 Dia. 03

Front Mounting Bracket, for D-Shaft
Adjustable Model with Auto Reset.

Front Mounting Bracket, for Fixed Setting
Model with Manual Reset .

Front Mounting Bracket, for Screwdriver
Adjustable Model, with Auto Reset.

STEMCO 351 Series Dimensional Drawings

Bracket 'A' Dimension Hole #1 Hole #2 Hole #3 Hole #4
351-30-5022 2.546" / 64.668 mm
351-30-5023 2.265" / 57.531 mm
351-30-5024 2.171" / 55.143 mm

Front Mounting Bracket with Shaft Stabilizer

All Holes 6-32 UNC-2B Thread
All Holes 6-32 UNC-2B Thread
All Holes 6-32 UNC-2B Thread

Bracket 'A' Dim. Hole #1 Hole #2 Hole #3 Hole #4

351-30-5001
2.546" / 

64.668 mm
.104"D/ 

2.642mm
.104"D/ 

2.642mm
.104"D/ 

2.642mm
.104"D/ 

2.642mm

351-30-5002
2.546" / 

64.668 mm
6-32 

Thread
.104"D/ 

2.642mm
.104"D/ 

2.642mm
6-32 

Thread

351-30-5003
2.546" / 

64.668 mm
.104"D/ 

2.642mm
6-32 

Thread
6-32 

Thread
.104"D/ 

2.642mm

351-30-5122
2.531" / 

64.287 mm
6-32 

Thread
.104"D/ 

2.642mm
.104"D/ 

2.642mm
6-32 

Thread

Front Mounting Bracket - 4 Hole Large Opening

Bracket 'A' Dimension Hole #1 Hole #2
351-30-5042 2.546" / 64.668 mm 6-32 Thread 6-32 Thread
351-30-5062 2.265" / 57.531 mm 6-32 Thread 6-32 Thread

Front Mounting Bracket - 2 Hole Large Opening
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All dimensions inches/millimeters. Most brackets are interchangeable.

Flat Base Mounting Bracket, shown with Fixed Setting Model with Auto Reset.

Flat Side Mounting Bracket, shown with Fixed
Setting Model with Manual Reset.

Raised Side Mounting Bracket, shown with
Fixed Setting Model with Manual Reset.

Dia. 06

Dia. 04 Dia. 05

STEMCO 351 Series Dimensional Drawings

Bracket Hole #1 Hole #2
351-30-2002 .218" /5.537mm .218" /5.537mm

Side Mounting Bracket - Flat
Bracket Hole #1 Hole #2

351-30-3042 .218" /5.537mm .218" /5.537mm

Side Mounting Bracket - With Stando�

Bracket Hole #1 Hole #2
351-30-3002 .152"/3.861mm .152"/3.861mm

Base Mounting Bracket
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STEMCO 351 Boiler Controls & Probes Dimensional Drawings

All dimensions inches/millimeters.

351 Boiler Control with
Adjustable Temperature

Setting and  Automatic Reset.
Shown with Thermowell.

351 Boiler Control with Adjust-
able  Temperature Setting and
Automatic Reset. Shown with

Thermowell and  Housing

351 Probe  with Fixed
Temperature and  Manual
Reset. Shown with 3/4”
NPT Fitting and  Housing

351 Probe  with Adjustable
Temperature setting and
Automatic Reset. Shown

with 3/4” Fitting.

351 Probe  with Fixed
Temperature and  Automatic

Reset. Shown with  7/16”-24
Loxit Fitting. (not standard )
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Standard Fittings
# traPhtgneL 'LeziS xeHlairetaMdaerhT

16030-76-863"526."61/7ssarBTPN 8/1
32030-76-863"526."61/7leetS-STPN 8/1
10230-76-863"057."8/5ssarBTPN 4/1
20230-76-863"057."8/5ssarBTPN 4/1
16130-76-863"057."8/5leetS-STPN 4/1
10030-76-863"057."61/11ssarBTPN 8/3
P10030-76-863"057."61/11ssarBTPN 8/3

20030-76-863"057."61/11leetS-STPN 8/3
10130-76-863"578."8/7ssarBTPN 2/1
20130-76-863"578."8/7ssarBTPN 2/1
30130-76-863"578."8/7leetS-STPN 2/1

Bulb Support Fittings
Thread Materia      l Hex Size  'L' Length  'A' Di a  'B' Dia Finish Part #
1/4 NPT Brass     5/8    " 1.620" .257" .390" None 368-67-03241
1/4 NPT S-Steel     5/8    " 1.620" .147" .390" None 368-67-03242
1/4 NPT S-Steel     5/8    " 1.620" .257" .390" None 368-67-03243
1/2 NPT S-Steel     7/8    " 1.372" .257" .315" None 368-67-03261

None
None
Bright Nickel
None

Nickel Plate
None
None
Bright Nickel

Finish
None
None
None

STEMCO Fittings & Bulb Supports
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:#RQ:remotsuC
:etaD:nttA
:#tsuCsserddA

:piZ:etatSytiC
:xaF:leT

Email:
:# ycnegA:namselaS

Send Quote to: Customer:_____   Rep Agency_____ (Check one or both)
Application:
Comments:

:tsoC tegraT:ytQ ylraeY .tsE

Max. Exposed Temp.: ___ oF. Load ____Amps. Voltage:____AC__, or DC__
Load: Resistive___, or Inductive___. Terminals: Screws ___ or 1/4" QC ___
Automatic___, or Manual ___ Reset. Is O Required?: Yes___, or No___ 

Fixed: Open Temp:______ oF

High Temp:______ oF, Low Temp:______ oF
Calibrate at: High Stop:___, Low Stop:___, Mid Point:___
Shaft Selection: D-Shaft (for Knob)___, Screw Driver ___, 
Stem Height:________" Diameter:_________"
D-Shaft - Flat Dimension:____________" Flat Position:_______ O'clock

Maximum Exposed Temp.:___ oF Max Length:_______" Max Dia. _____"
What is Probe ___, or Bulb ___, Immersed into:________________________
Material: Copper___, Nickel Plated Copper___, 1 Pc Stainless Steel___, or

2 Pc Stainless Steel ___. Length _______" Max Exposed Temp.____ oF

Screw Driver Adjustable: 351-30-5001___, 5002 ___, 5003___, 5122 ___
D-Shaft Adjustable: 351-30-5022___, 5023___, 5024___
Fixed Setting: 351-30-5042 ___, 5062___.

1/8": 368-67-30061___, 368-67-03023___
1/4": 368-67-03201___, 368-67-03202___,  368-67-03161___
3/8": 368-67-03001___, 368-67-03001P___, 368-67-03002___
1/2": 368-67-03101___, 368-67-03102___, 368-67-03103___
1/4": 368-67-03241___, 368-67-03242___, 368-67-03243
1/2": 368-67-0326 ___

The following are available options: Select all that apply.

Control:

Adjustable:

Probe or Bulb:

Capillary:

Fax Quote Request to Customer Service: 419-818-0897

Front Mount: 
Page 2

NPT Fittings:   
Page 5

NPT Supports:   
Page 5

Side Mount: 
Page 3

Flat Side Mount 351-30-2002 __, Side Mount with Stando 351-30-3042 ___

Base Mount: 
Page 3

Flat Base Mount 351-30-3002___

Boiler Controls: 
Page 4

Is Housing Required? Yes___, No___.  Thermowell?: 3/4"___, 7/16"___.

STEMCO 351 Series Quote Request


